
Emergency lighting

Hermetic XL

HERMETIC XL is a waterproof (IP66) 
luminaire ideal for basements, garages 
or any industrial activity. Specifically 
designed with LED technology, it 
incorporates the new and revolutionary 
quick installation system which 
improves installation time and optimises 
maintenance work.
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Emergency lighting

Hermetic XL

Standard Non-maintained MULTILED

DE-1500L Grey — 1330 lm 1 h 1,4 1 203,72 €
DE-2000L Grey — 1960 lm 1 h 2,3 1 238,92 €

S-TE Remote control for up to 300 fittings standard or autotest   Remote controls

Accessories

Maintained / Non-maintained MULTILED

DEIDL-1500 Grey DALI 1330 lm 1 h 2,1 1 290,72 €
DEIDL-2000 Grey DALI 1960 lm 1 h 2,9 1 323,75 €

Non-maintained MULTILED

DEID-1500L Grey DALI 1330 lm 1 h 2,1 1 266,00 €
DEID-2000L Grey DALI 1960 lm 1 h 2,0 1 334,27 €

Intelligent DALI
Compatible with

Maintained / Non-maintained MULTILED

DEAL-1500 Grey — 1330 lm 1 h 2,1 1 288,06 €
DEAL-2000 Grey — 1960 lm 1 h 2,9 1 306,23 €

Autotest Non-maintained MULTILED

DEA-1500L Grey — 1330 lm 1 h 2,1 1 230,43 €
DEA-2000L Grey — 1960 lm 1 h 2,9 1 266,69 €

! Please ask for the references 
with remote control option

Maintained / Non-maintained MULTILED

DEL-1500 Grey — 1330 lm 1 h 2,1 1 267,46 €
DEL-2000 Grey — 1960 lm 1 h 2,9 1 285,63 €
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! For other durations, 
please contact us
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